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General Guidance 
Acceptance of components listed in  
IECEE CB test reports- Customer testing facilities (CTF) 

July 2025 #25-076 

General 
This general guidance document is to provide information on suitability of details for components listed in 
IECEE CB test reports, when components listed as having been tested in customer testing facilities (CTF). 

Question 
What is acceptable for use for certification in the EESS related to components listed in IECEE CB test 
reports, that are listed as tested to CTF. 

Answer 
Related to CTF levels of IECEE CB scheme, the acceptable level of testing for components listed in an IEC 
EE CB test report, when the report is on full equipment being tested, is: 
 

- Full testing performed within the IECEE CB test facility is accepted 
- Testing of component listed in report as CTF1, CTF2, CTF3 is accepted 
- CTF4 is not accepted. 

 
Components allowance to include CTF3 (which is not accepted for full testing of equipment to relevant 
standard) is based on the component is still assessed and tested within the equipment for all critical safety 
requirements of the equipment safety standard, those assessments and tests include (but not limited to): 

- Access to live parts; operating temperature limits; electric strength and leakage current, creepage 
distances and clearances, resistance to fire. 

Therefore, the component tested in the equipment is subject to the required equipment standard safety tests 
under conditions of testing performed within IECEE CB test facility or under CTF1 or CTF2. 
 
Noting this does not preclude a certifier requiring additional evidence or details prior to finalising a 
certification decision. 

Background 
Acceptance of testing of CTF levels of IECEE CB test reports for complete equipment being certified is (as 
per Guidance document #063):  

IECEE CB Scheme Testing Laboratories (CBTLs) accepted under the CB Scheme of the IEC System of Conformity 
Assessment Schemes for Electrotechnical Equipment and Components (IECEE). A CB Test Report is required to be 
accompanied by CB Test Certificate issued by the appropriate National Certification Body (NCB) for all situations. Test 
Reports are required to be related to:  

i. Full testing performed within the IECEE CB test facility  
ii. Full testing carried out by CBTL staff or qualified Local Technical Representative (LTR) at Customers’ Testing 

Facility (CTF Stage 1)  
iii. Witnessing 100 per cent of each test program by CBTL/NCB qualified staff or a qualified LTR at Customer 

Testing Facility (CTF Stage 2)  
Note: CTF stages 3 or 4 are not accepted  
Note: where any hybrid testing of i., ii., or iii. occur the test report shall clearly indicate which type of testing was 
carried out for each test/assessment. 
 
This guidance document does not change any requirements for independent certification in EESS (or 
requirements for Responsible Supplier own acceptance of test reports for level 2 or level 1 equipment), it 
merely documents requirements so there is no confusion as to acceptable IECEE CB test reports for 
certification in the EESS. 

STANDING COMMITTEE OF OFFICIALS (SCO) 
Secretariat: c/o Electrical Safety Office Queensland 

GPO Box 69, Brisbane QLD 4001 
eess.secretariat@oir.qld.gov.au 

 

mailto:eess.secretariat@oir.qld.gov.au

	General Guidance
	General
	This general guidance document is to provide information on suitability of details for components listed in IECEE CB test reports, when components listed as having been tested in customer testing facilities (CTF).
	Question
	What is acceptable for use for certification in the EESS related to components listed in IECEE CB test reports, that are listed as tested to CTF.
	Answer
	Background
	Acceptance of testing of CTF levels of IECEE CB test reports for complete equipment being certified is (as per Guidance document #063):

